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An accurate local measurement of two-phase flow characteristics isimportant for the development of two-phase flow models.Computational fluid dynamics (CFD) is developing rapidly in
chemical engineering and models arising for these simulations need
accurate experimental data to be validated. In gas-liquid contactors,
precise knowledge of interfacial area is essential for quantification of
mass transfer efficiency. Multi-sensor needle probes are a very common
tool for gas-liquid local dynamics investigations in high void fraction
bubbly flows where most other techniques have failed. The current study
concerns a double optical probe but some recent work has involved
miniaturized four-sensor conductivity probes ( Kim et al., 2001) which
provide similar signals. However, the results concerning the probe
intrusiveness are relevant to most existing probes.
From these probes, local two-phase flow parameters such as bubble
frequency, bubble velocity, void fraction, bubble chord lengths, bubble
size and interfacial area concentration can be deduced. Interfacial area
can be evaluated through statistical correlations incorporating bubble
frequency, bubble velocity distribution and a correction factor based on
the impact (hitting) angle described by the normal interfacial velocity
vector and probe vertical axis (Revankar and Ishii, 1992; Dias et al.,
2000). However, Kiambi et al. (2001) showed in a recent study that the
interfacial area, when evaluated by this way in a highly dispersed flow, is
underestimated with respect to the classical 6ag/dSauter formula. The
inaccuracies are attributed to bubble velocity overestimation due to
bubble spherical shape assumption, bubble surface deformation, and
missed bubbles (bubbles that miss at least one of the sensors).
Furthermore, it is not clear from previous studies whether the velocity to
be taken into account to characterise interfacial area transport, has to be
the bubble interface velocity, the vertical velocity or that of its centre of
mass. 
The objectives of the authors are to put in evidence bubble-probe
interaction and the related disturbance, and to evaluate the corresponding
discrepancies in the measured parameters.
The path of the bubble as it ascends in water is filmed by two high-speed
cameras and the resulting signal is recorded by means of a double optical
probe electronic module.





The set-up consists of a test section in an open tank of
700mm height with a square cross-section of 150mm
as shown in Figure 1. To allow full optical access the
four sides of the tank are made of glass. For air
injection two stainless steel capillary tubes are located
at the mid-point of the tank base. These capillaries of
0.33mm and 1mm internal diameters produce
bubbles of 2.15mm and 4.5mm equivalent diameters
respectively. Air is injected at low flow rates to ensure
The objective of this study is to evaluate the
accuracy of double optical probe technique in local
two-phase flow measurements. Able to provide both
bubble velocity, chord length, and gas hold-up, this
technique involves nevertheless delicate signal
treatment procedures and, being intrusive, depends
on probe tips configurations and sizes. During
probe-bubble interactions, bubble surface is occasionally
deformed and this can complicate measurements
analysis. The current study is focussed on the rise of
single bubbles of known sizes in still water (equivalent
diameter of 2.15mm and 4.5mm). Bubble parameters
obtained from digital image processing method and
from a double optical probe are compared statistically.
L’objectif de ce travail est de quantifier la précision
de la sonde optique à deux fibres pour des mesures
locales en écoulements biphasiques. Bien que pouvant
fournir la vitesse de bulle, sa longueur de corde, et le
taux de gaz, cette technique nécessite des procédures
de traitement du signal délicates, et étant intrusive,
elle dépend des forme et taille de la sonde. On
visualise comment l’interaction sonde-bulle perturbe
la forme et la vitesse de la bulle. Pour deux diamètres
équivalents, 2,15 et 4,5mm, les paramètres de bulles
uniques en ascension dans de l’eau au repos, obtenus
par sonde optique double et par traitement d’images,
sont comparés statistiquement. 
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that the bubble volume at detachment is controlled by static
balance between surface tension and buoyancy forces.
Bubbling frequency is kept low enough to avoid the wake
effects of preceding bubbles.
Double Optical Fibre Probe
A double optical probe (RBI) is mounted into the tank at a
height of 350mm above injection level where the bubbles have
already attained their terminal velocity. The probe tips have a
diameter of 40mm and are 3.1mm from each other (Figure 2a).
The image acquisition is synchronised with the optical probe
acquisition such that the signal from the first probe sensor
triggers the image acquisition. This means that only bubbles
pierced by the first fibre are filmed.
The measurement principle of the probe technique lays on
the difference of refraction indexes between the two media (air
and water). The sampling frequency of the probe is 6.25kHz
which ensures accurate signal registration. Each of the two
optical sensors is connected to its own measuring circuit and
therefore each sensor is used as an independent phase identifier.
A sample of two signals recorded is shown in Figure 2b. Phase
discrimination is done by setting a threshold on the output
signal as shown on the figure.
From the output signal of the probe, the local gas hold-up
and the local bubbling frequency can be evaluated (Liu and
Bankoff, 1993) Local gas hold-up at a point P in the gas/liquid
flow is given by ap = Â
nb
1 tR/T where nb is the total number of
bubbles pierced by fibre1, T is the total measuring time and tR
is the bubble residence time on the first probe (tR = t12 – t11,
see Figure 2b). A statistical analysis based on cross correlation of
both signals (Kamp, 1996) identifies bubbles pierced by both
probe tips and for these bubbles, the interfacial velocity is
obtained from the bubble transit time between the two probe
tips t21 – t11 : interfacial bubble velocity from the probe is
evaluated from VPi = l12/(t21 – t11) l12 where is the distance
between the two probe tips. Bubble chords lengths are equal
to: (t12 – t11) VPi.
Figure 1. Experimental set-up.
Figure 2. Double optical probe and the time lags from output
signals by the two fibres.
Image Data Treatment and Analysis
At first, the 0.33mm injector was placed on the bottom of the
test tank to produce small bubbles. Rising bubbles are filmed by
means of a Kodak Ektapro EM high-speed video system at rate
of 1000 images.s-1. Two cameras perpendicular to tank walls
(Figure 1) are used simultaneously to allow a three-dimensional
bubble analysis (Figure 1). Filming is performed in such a way that
the spatial resolution describes accurately and simultaneously
the bubble shape and path. A plane grid of known geometry is
filmed to be used for images calibration (conversion of Pixels
into mm). A total of 250 bubbles were filmed. After filming, the
0.33mm injector was replaced with the 1mm injector and the same
procedure repeated. Only camera setting were adjusted to
cater for bubble size.
Images from the two high-speed cameras are digitalized and
stored in a computer. A commercial program (Optimas) is used
for image processing. The treatment steps include division by
background image, filtering, threshold setting and binarisation,
erosions and dilations. The bubble contours are finally
extracted. The maximum error in bubble contour extraction is
about 1 pixel. The bubble centre of mass, the major and minor
axis are obtained from bubble contours by aid of homemade
software. Two different procedures were used for three-
dimensional bubble interface reconstruction.
Reconstruction of Small Bubble Interface
Bubbles from 0.33mm injector have an equivalent diameter of
2.15mm. They are oblate ellipsoids of constant shape. In the bubble
motion, the axis of symmetry (minor axis) is parallel to bubble
centre velocity (Ellingsen and Risso, 2001). In all cases the measured
contour of the bubble was similar to an ellipse with major semi-axis
= 1.38±0.05 mm and minor semi-axis = 0.72±0.05 mm. 
After initial acceleration, bubbles undergo regular path
oscillations. Consequently, the bubble-centre coordinates could
be written as: 
xG(t) = x0 + Lxsin [wx (t–t0x)] (1)
yG(t) = y0 + Lysin [wy (t–t0y)] (2)
zG(t) = z0 + Lzsin [wz (t–t0z)] + 
–
Vzt (3)
where t is the time. 
The spatial origins (x0, y0, z0), the time origins (t0x, t0y, t0z), the
amplitudes (Lx, Ly, Lz) and the angular frequencies (wx, wy, wz)
were determined for each bubble by least square fitting method
between measured bubble centre time series and the analytic
equations above, until the bubble touches the probe. Details of
this procedure are given in Ellingsen and Risso (2001). For a
bubble of given size, the parameters of its trajectory are
determined : this procedure ensured an accurate determination
of the bubble interface. Figure 3a shows superimposition of a
filmed bubble and a theoritical ellipse.
Extrapolation of the analytical equations beyond fibres
positions is used to analyse the probe impact on the bubble
trajectory. During impact, several observations were made : (i)
some bubbles were flattened by the probe during piercing, (ii)
some bubbles were deviated by the first fibre and never reached
the second probe, and (iii) the impact on the first probe
provoked sometimes a sudden trajectory change. The last
observation is illustrated by Figure 3b.
Thus for small bubbles (d = 2.15mm), the shape and the path
are well defined and the bubble velocities are obtained by
derivatives of the 3 analytic functions above.
Reconstruction of Large Bubble Interface
For larger bubbles however, the procedure described above is
no longer valid. In fact according to Perkins and Lunde (1998),
bubbles of this size (equivalent diameter 4.5mm) have no
constant shape. They exhibit both shape and path oscillations.
The shape is rather elongated ellipsoidal and spheroid
becoming wobbly and the motion is rocking. This was confirmed
by visual observations. Direct bubble shape determination was
not possible as only projections on two vertical planes are
available (x-z and y-z). An algorithm was developed to obtain
the 3 dimensional shape of the bubble at each instant from the
two planes ( Kiambi, 2003). Figure 4 (a and b) shows the bubble
images from the two cameras and the corresponding shape
obtained. The validity of this procedure was checked by
computing the volume (which should be constant) of the resulting
reconstructed bubble shapes. For the same bubble, the volume
variation between any two images from the shapes hence obtained
was 2% while that between different bubbles was 7%. This
variation is reasonable as it incorporates bubble shape changes. 
The Virtual Probe
A virtual probe is introduced on the path of each reconstructed
bubble shape and the impact times (t11, t12, t21, t22) are
evaluated numerically from the 3 dimensional analysis of the
reconstructed bubble motion past the virtual probe fibres
positions. Interfacial bubble velocity (Vmi ) around the probe is
evaluated from the distance (l12) between the 2 probe fibres
and the impact times. Bubble residence time on the first fibre,tR,
which leads to gas hold-up and bubble chords lengths, is also
Figure 3. Superimposition of bubble contour and an exact ellipse for
bubbles of 2.15mm equivalent diameter.

pierced by the first fibre, T being the measuring time and tRm
the average bubble residence time on the first fibre. Then, the
relative error on void fraction can be written as : 
The results of this work quantify only the error on mean
residence time. The underestimation of 14% for bubbles of
2.15mm and that of 6% on bubbles of 4.5mm shows that the
intrusive nature of the double optical probe can be consequential
in void fraction determination. Note that the probe is more
accurate as the size of bubbles increases.
Bubble Velocity
The PDF of bubble centre velocities for bubbles of d = 2.15mm
are represented in Figure 7. Table 3 shows the number of
bubbles sampled and the corresponding mean velocities. The
advantage of imaging method is that, other velocity










the bubble velocity and velocity fluctuations) can be evaluated
at each instant along the bubble path. The vertical component
of the bubble centre velocity Vz , the horizontal components
(Vx , Vy) and the absolute bubble centre velocity Vn, are deduced
from images. 
Interfacial velocities from the probe Vpi, and from images
Vmi refer to bubble interface velocity past the real and virtual
probes respectively. From Figure 7, real probe gives an
interfacial velocity (Vpi) higher than the virtual probe (Vmi).
This difference is probably induced by the bubble path
deviations by the first fibre of the real probe. Note that to
quantify velocity from an optical probe the bubble must be
pierced by the two fibres. It is probable that bubbles ascending
vertically are less perturbed by the probe and are more
likely to reach the second fibre. This may induce a statistical
bias favouring higher vertical velocities. The observations
made during bubble piercing also shows that the first fibre
provokes sudden bubble directional rotations which could
induce vertical bubble accelerations (see Figure 3b). Although
Figure 7. Probability density functions of different bubble velocities
(bubbles of 2.15mm).
Figure 6. Comparison of residence times of down stream and up
stream fibres between real and virtual probes: bubble of 4.5mm.
Table 2. Data of residence time for bubbles of 4.5mm equivalent
diameter.
Real probe Number Mean residence 
of bubbles time
Fibre 1 3367 5.1
(t12 – t11)
Fibre 2 2545 4.4
(t22 – t21)
Virtual probe Fibre 1 881 5.4
(t12 – t11)
Fibre 2 1159 5.3
(t22 – t11)
Table 3. Velocity components fir bubbles of 2.15mm equivalent
diameter.
Real probe Number  Mean 
of bubbles velocity 
Interfacial velocity 418 373.30
(mm/s)
Virtual probe Interfacial velocity 287 355.03
(mm/s)
Absolute velocity 187 333.40
(mm/s)
Vertical velocity 187 313
(mm/s)
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